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rK KernowJet WallSharK is a PVC-free, highly tear-resistant, 
self-adhesive film. It is printable with all standard Wide-
Format inks offering a wide colour gamut. The textured 
‘sharkskin’ top coating of this unique wall graphic solution 
absorbs the ink which then hardens into a very tough, 
scratch-resistant surface. 

Why choose KernowJet WallSharK™?

TM

KernowJet WallSharK is suitable for indoor application on smooth walls. It is manufactured on 
an ultra-strong thick polyester base, which will enable the applier to handle WallSharK easily 
and reposition it while applying, without any distortion. 
As it is absolutely shrink-free it is the perfect substrate for easy, seamless butt joint application.

KernowJet WallSharK comes with a removable adhesive. We have designed it to have a good 
adhesion to most walls. For short-term applications applied to a wide range of wall surfaces, 
display substrates and paints, the removability must be tested before application, in an area 
out of sight (patch test).

Hard-wearing and durable, it is the perfect solution for environmentally-conscious customers. 
It is ideal for POS, museums, hotels, restaurants and much more.

Code Product name Thickness Width 
(mm) 

Length 
(m)

Adhesive 
(24hrs)

Printability

170TWG WallSharK™ 170µ 1372 
1524 25 11N

Latex UV Solvent

Easy application, no stretching or distortion 

Slightly textured satin finish

No shrinkage - seamless butt joint 
and perfect alignment 

Highly scratch-resistant - washable 
with a soft cloth and soapy water 

PVC-free

Self-adhesive



CONTACT US FOR MORE INFORMATION ABOUT WALLSHARK®:
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